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PLATE JOINER

ACCURATE JOINTS.
Slim and ergonomic body design

for added comfort

COMFORT

Six depth settings with one-touch 
stops for the most common 

biscuit sizes

SPEED

Cast aluminum pivot fence 
with three positive stops 

at 0°,  45° and 90°

CONVENIENCE  

Rack-and-pinion vertical fence 
system engineered for accurate 

adjustments

ACCURACY

Model
PJ7000

POWERFUL 5.6 AMP MOTOR DELIVERS 11,000 RPM FOR QUICK, PRECISE
CUTTING IN A VARIETY OF WOODS
•	 Rack-and-Pinion	Vertical	Fence	System	Engineered	for	Accurate	Fence		 	
	 Adjustments
•	 Cast	Aluminum	Pivot	Fence	with	Three	Positive	Stops	at	0°,	45°	and	90°
•	 Six	Depth	Settings	with	One-Touch	Stops	for	#0,	#10,	and	#20
•	 Large	and	Easy-to-Operate	Cam	Locks	for	Fence	Adjustments
•	 “Tool-Less”	Blade	Cover	and	Shaft	Lock	for	Fast	and	Easy	Blade	Changes
•	 Non-Marring	Rubber	Inserts	on	Shoe	Engineered	to	Prevent	Material 
	 From	Slipping



PLATE JOINER
Model PJ7000

FEATURES	&	BENEFITS

n	 Powerful 5.6 AMP motor delivers 11,000 RPM for  quick,   
 precise cutting in a variety of woods
n	 Rack-and-pinion vertical fence system engineered for  
 accurate fence adjustments
n	 Cast aluminum pivot fence with three positive stops at 0°,   
 45° and 90°
n	 Six depth settings with one-touch stops for #0, #10, and   
 #20 and most common biscuits sizes
n	 Large and easy-to-operate cam locks for fence    
 adjustments
n	 “Tool-less” blade cover and shaft lock for fast and easy   
 blade changes
n	 Non-marring rubber inserts on shoe engineered to   
 prevent material from slipping
n	 Cast aluminum front body for added durability
n	 Slim and ergonomic body design for added comfort
n	 Designed for making strong plate joints in a minimum   
 amount of time
n	 Large top grip handle for improved handling 

STANDARD EQUIPMENT

n	 Carbide-tipped blade (A-95118) n	 Set plate (415579-2)

n	 Angle guide (123148-2) n	 Wrench (782401-1)

n	 Dust bag (123150-5) n	 Tool case (821509-7)

SPECIFICATIONS

Blade diameter  4”
Cutting depth  3/4”
No load speed  11,000 RPM

AMPS (120V)  5.6

Overall length  11-7/8”
Net weight  5.5 lbs.

Shipping weight  8.0 lbs.

UPC code  088381-622868

OPTIONAL ACCESSORIES

n	 4” Carbide-tipped plate joiner blade (A-95118)

n	 Angle g uide (122557-2)

n	 Biscuits Size 100/pk  1000/pk
  0 441001-A
  0  441001-B
  10 441002-A
  10  441002-B
  20 441003-A
  20  441003-B

Makita U.S.A., 14930 Northam St., La Mirada, CA 90638

Makita offers a wide variety of PLATE JOINERS accessories.  For a complete listing,  please refer
to the Makita General Catalog, visit our website at makitatools.com, or call 1-800-4MAKITA.
All specifications subject to change without prior notice.  All models and accessories subject to stock on hand.
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Model PJ7000

“The Makita Teal color is the registered trade dress of Makita Corporation.”


